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METRIC/PG THREAD SWIVEL BODY

AG

Thread
Code

GL

mm.

L

mm.

D

mm.

H

mm. mm.

E

mm.

P
R
O

D
U

C
T
 R

A
N

G
E
 O

V
E
R
V

IE
W

IP54

M 12 x 1,5
M 16 x 1,5
M 16 x 1,5
M 20 x 1,5
M 20 x 1,5
M 25 x 1,5
M 32 x 1,5
M 40 x 1,5
M 50 x 1,5
M 63 x 1,5

PG 7
PG 9

PG 11
PG 13,5
PG 16
PG 21
PG 29
PG 36
PG 42
PG 48

MDM 12 
MDM 16

MDM 116
MDM 20

MDM 120
MDM 25
MDM 32
MDM 40
MDM 50
MDM 63

MDP 7
MDP 9

MDP 11
MDP 13,5
MDP 16
MDP 21
MDP 29
MDP 36
MDP 42
MDP 48

27
27
29
29
29
31
35
41
41
41

8
8

10
10
10
10
12
14
14
14

8
8

10
10
10
10
12
14
14
14

13
13
13
13
13
13
15
17
17
17

13
13
13
13
13
13
15
17
17
17

6
7
9

12
14
18
23

33,5
37
46

6
7
9

12
14
18
23

33,5
37
46

15
20
20
22
22
28
35
45
55
65

7,5 x 11,5
9 x 13

11 x 15
14 x 18
16 x 20
21 x 25
26 x 31
37 x 42
40 x 45
51 x 56

27
27
29
29
29
31
35
41
41
41

15
17
20
22
24
30
40
50
60
65

7,5 x 11,5
9 x 13

11 x 15
14 x 18
16 x 20
21 x 25
26 x 31
37 x 42
40 x 45
51 x 56

TACFLEX FLEXIBLE CONDUIT FITTINGS

TECHNICAL DETAILS

Material
Ring
Swivel gland body
O-ring
Connection thread
Protection class
Temperature range

Properties
Easy to assemble
Fixed or swivel body versions
Apply with either OCGS or OPCGS conduits 

: Brass with nickel plated
: Brass with nickel plated
: NBR
: Metric (EN60423) / PG (DIN 40430)
: IP54
: -30 °C +100 °C 

FLEXIBLE SPIRAL
CONDUIT FITTINGS
SWIVEL BODY

DÖNER DİŞ  SPİRAL BORU RAKORU

Pirinç, nikel kaplı

EN 60423

DIN 40430

IP54

Nitril kauçuk

OCGS-OPCGS

Hammaddesi

Bağlantı dişi M

Bağlantı dişi PG

Koruma sınıfı

O-ring

Uygun spiral
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